


CBT (BT DUAL CONTACT)

JIS B6339/MAS 403-BT

DIN 69893/ISO12164-1-HSK

STRAIGHT-K

JACOBS TAPER ADAPTER

JIS B6339/MAS 403-BT

NC DRILL CHUCK

BRISLOY TOOLING SYSTEM



N
C D

rill
Chuck

NC DRILL CHUCK

D

L

L1

BT30-NPU  8-  70

BT30-NPU13-100

BT40-NPU  8-  70

BT40-NPU  8-110

BT40-NPU  8-150

BT40-NPU13-  90

BT40-NPU13-130

BT40-NPU13-150

BT50-NPU  8-  90

BT50-NPU  8-110

BT50-NPU  8-170

BT50-NPU13-100

BT50-NPU13-130

BT50-NPU13-150

BT50-NPU13-190

30

40

50

0.3~8

1~13

0.3~8

0.3~8

0.3~8

1~13

1~13

1~13

0.3~8

0.3~8

0.3~8

1~13

1~13

1~13

1~13

Taper 
Accuracy

Coolant
SystemG Value RPM

JIS B6339
- BT AT3

MODEL No.TAPER No.    RANGE

36.5

50.4

36.5

36.5

36.5

50.4

50.4

50.4

36.5

36.5

36.5

50.4

50.4

50.4

50.4

D

70

100

70

110

150

90

130

150

90

110

170

100

130

150

190

L(MIN)

75.7

110

75.7

115.7

155.7

95.7

140

160

95.7

115.7

180.7

110

140

160

200

L1(MAX)

0.80

1.80

1.50

1.80

2.60

2.10

2.70

3.40

4.20

4.50

5.20

4.80

5.20

5.50

5.90

•
•
•

•
•

•
•
•
•
•
•

Weight (kg) Stock

JIS B6339/MAS 403-BT Unit : mm

 Chucking Length 
- NPU8 : 20mm
- NPU13 : 28mm

CAT(ANSI B5.50) taper and Inch type products area available.
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N
C 

D
ri

ll
Ch

uc
k

•

NC DRILL CHUCK

D

L

L1

TAPER No.

HSK40A-NPU 8-120

HSK50A-NPU 8-120

HSK50A-NPU13-150

HSK63A-NPU 8-125

HSK63A-NPU13-150

HSK100A-NPU 8-130

HSK100A-NPU13-1510

40A

50A

63A

100A

0.3 - 8

0.3 - 8

1 - 13

0.3 - 8

1 - 13

0.3 - 8

1 - 13

Taper 
Accuracy

Coolant
SystemG Value RPM

DIN 69893
- HSK

MODEL No.TAPER No.    CAPACITY

36.5

36.5

50.4

36.5

50.4

36.5

50.4

D

120

120

150

125

150

130

150

L(MIN)

125.7

125.7

160

130.7

150

135.7

160

L1(MAX)

1

1.2

2.1

2.1

3

4.8

5.5

Weight (kg) Stock

D
L

L1

MODEL No.STYLE   RANGE

K32-NPU  8-  70

K32-NPU13-100

K42-NPU  8-  70

K42-NPU13-100

32

42

0.3~8

1~13

0.3~8

1~13

D

36.5

50.4

36.5

50.4

L(MIN)

70

100

70

100

L1(MAX)

75.7

110

75.7

110

d

32

32

42

42

 Weight (kg) Stock

0.70

1.50

0.80

1.60

•
•

DIN 69893/ISO 12164-1-HSK FORM A 

STRAIGHT-K 

Unit : mm

Unit : mm
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N
C D

rill
Chuck

JACOBS TAPER ADAPTER

BT30-JTA  1-45

BT30-JTA  2-45

BT30-JTA  6-45

BT40-JTA  1-45

BT40-JTA  1-90

BT40-JTA2S-45

BT40-JTA2S-90

BT40-JTA  2-45

BT40-JTA  2-90

BT40-JTA33-45

BT40-JTA33-90

BT40-JTA  6-45

BT40-JTA  6-90

BT40-JTA  3-45

BT40-JTA  3-90

BT50-JTA  1-45

BT50-JTA  1-105

BT50-JTA2S-45

BT50-JTA2S-105

BT50-JTA  2-45

BT50-JTA  2-105

BT50-JTA33-45

BT50-JTA33-105

BT50-JTA  6-45

BT50-JTA  6-105

BT50-JTA  3-45

BT50-JTA  3-105

30

40

50

1

2

6

1

1

2Shot

2Shot

2

2

33

33

6

6

3

3

1

1

2Shot

2Shot

2

2

33

33

6

6

3

3

9.754

14.199

17.17

9.754

9.754

13.94

13.94

14.199

14.199

15.85

15.85

17.17

17.17

20.599

20.599

9.754

9.754

13.94

13.94

14.199

14.199

15.85

15.85

17.17

17.17

20.599

20.599

45

45

45

45

90

45

90

45

90

45

90

45

90

45

90

45

105

45

105

45

105

45

105

45

105

45

105

14

20

24

14

14

18

18

20

20

24

24

24

24

28

28

14

14

18

18

20

20

24

24

24

24

28

28

3

4

4

3

3

3

3

4

4

4

4

4

4

5

5

3

3

3

3

4

4

4

4

4

4

5

5

30

30

30

30

30

30

30

30

30

30

30

30

30

35

35

30

30

30

30

30

30

30

30

30

30

35

35

0.9

1.0

1.0

1.1

1.1

1.4

1.4

1.1

1.4

1.1

1.4

1.1

1.4

1.2

1.5

4.0

4.4

4.0

4.4

4.0

4.4

4.0

4.4

4.0

4.4

4.0

4.6

•

•
•

•
•

Taper 
Accuracy

Coolant
SystemG Value RPM

JIS B6339
- BT AT3

MODEL No.TAPER No.      JT. No. D1 L1 H1 H2 C1 Weight (kg) Stock

C
2D
1

TAPER No.

L1 H1

H2

JT.NO.

JIS B6339/MAS 403-BT Unit : mm 

CAT(ANSI B5.50) taper and Inch type products area available.
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JIS B6339/MAS 403-BT

INTEGRAL TYPE

MODULAR TYPE 

ANGLE HEAD

BRISLOY TOOLING SYSTEM



䯝 Stock Control Item
䯝 Upon requests, other pull stud bolts with special dimensions could be produced and supplied.
䯝 Through hole type ( “H”type) is available upon request.

PULL STUD BOLT & PULL STUD BOLT SPANNER

MODEL No. D d1 dd2 TYPEGL                   l

PS-1

PS-2

PS-5

PS-6

PS-16

PS-17

PS-0

PS-08

PS-P

PS-P5

PS-G41

PS-G51

PS-S2

PS-F1

PS-B1

PSS-1

PSS-5

15

15

23

23

11

11

23

15

24

15

29

18.8

25

23

22

19

28

23

23

38

38

16.5

16.5

38

23

36

23

37

22

39

39

38

23

36

17

17

25

25

12.5

12.5

25

17

25

17

25

17

25

25

25

17

25

10

10

17

17

7

7

17

10

18

10

21

12.45

18

18

16

14

21

60

60

85

85

43

43

85

60

71

50

65.2

44.1

95

104

112

54

74

35

35

45

45

23

23

45

35

31

25

25.2

19.1

55

64

72

26

34

M16

M16

M24

M24

M12

M12

M24

M16

M24

M16

M24

M16

M24

M24

M24

M16

M24

45䮋

60䮋

45䮋

60䮋

45䮋

60䮋

90䮋

90䮋

90䮋

90䮋

45䮋

45䮋

60䮋

45䮋

60䮋

75䮋

75䮋

BT40- I standard type

BT40- II  standard type

BT50- I  standard type

BT50- II  standard type

BT30- I  standard type

BT30- II  standard type

For BT50 OKK

For BT40 OKK

For BT50 MITISUI SEIKI

For BT40 MITISUI SEIKI

For BT50 MASAK 

For BT40 MASAK

For SHIN NIPPON KOKI

For MITSUBISHI

For OKUMA

For SK40

For SK50

D d

I

L

d1 d2

G

PULL STUD No.

G T hread

Unit : mm

Unit : mm

MODEL No. D L Weight(Kg) For

PSWB-30  27 210 0.3 BT30

PSWB-40  37 230 0.4 BT40

PSWB-50  49 280 0.8 BT50

PULL STUD BOLT

PULL STUD BOLT SPANNER 
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TOOL CLAMP 

60¡£

H

A

B

C

MODEL No.TAPER No.  A CB H Weight (kg)

TCP30

TCP40

TCP50

TSK30

TSK40

TSK50

THSK32/40/50

THSK63

THSK100

BT30

BT40

BT50

SK30

SK40

SK50

HSK32/40/50

HSK63

HSK100

125

160

180

125

160

180

125

160

180

65

80

90

65

80

90

65

80

90

108

138

165

108

138

165

108

138

165

135

180

205

135

180

205

135

180

205

3.0

7.6

8.6

3.0

7.6

8.6

Unit : mm

Tool clamp for CAT tepare could be supplied.
Stock Control Item

Features

1.No surface damage such as abrasion and scratch around taper shank closely associated with tool runout 

2.Easy to assemble and disassemble pull stud bolt

3.Convenient and safe when using spanner wrench with milling chuck or ER collet chuck

• Flange Clamping Design 
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HEIGHT PRESETTER

H

D

d

H

D

d

MODEL No. D H DIALd

MHP-100(magnetic)

HP-100

76

68

100

100 #/- 0.01

33

33

0.01

0.01

· MAGNETIC HEIGHT PESETTER

• Both vertical and horizontal type usable
• Slim design

• Exclusively for 

· 

vertical

HEIGHT PRESETTER

Unit : mm
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